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FULLHD BULLET

SURVEILLANCE CAMERA

Full HD Resolution / 25 fps
H264/H265 Video Coding
IP66 Protection for Outdoor Use
ONVIF Profile S Support

3X Optical Zoom
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CAMERA

Sensor Type
Highest Resolution
Electronic Shutter Range

Wide Dynamic Range
Mechanical IR Cut Filter
SD Card Support

Light Sensitivity

Motion Detection
Certification

LENS

Lens Type
Focal Length
Focus
Magnification
Auto Iris Type

SOUND

Streaming

PHYSICALLY

Operating temperature
Icing and Misting
Preventive Feature
Operating Humidity

Electrical Input/Output

Protection Class

ELECTRICAL

Input Power
Power consumption

NETWORK

Supported Protocols
ONVIF Support

VIDEO

Video Streaming
Maximum Frame Rate
OSD Support

Masking

Video Encoding

EKS-2I13B-265

1 1/2.8 inch CMOS

1 1920x1080

: 1/10000s-1/4s

: 100 dB

. Var

: Var (up to 64GB)

. Colourful: 0.05 Lux @F1.3

" Black-White: 0.01 Lux @F1.3
: Available

1 CE

. Integrated; varifocal

:3-9mm

: Auto Focus Capability

: 3x optical Zoom, 12x digital zoom
: Motorized

: Available

: Environmental -40° ~ +60°C
. Available

: Up to 90% operating humidity

. Alarm: 1 adet G/C
* Audio: Microphone in, speaker out

1 IP66

: PoE (802.3at) or 12VDC power options
T <30W

: TCP/IP, HTTPS, UPnP, SSL, FTP, HTTP, SNMP, RTSP, DHCP, RTP, DNS
. ONVIF Profile S

. Unicast & Multicast Video Security : RTSP stream authentication
IP video support Encrypted Access : Available

: 25fps Different User and Different Availabl

. Available Level User Login - Avatiabie
(At least 10 characters) Alarm Management : Available

+ 4 Areas Software/Firmware )

_ H264/H265 encoded Update + Over HTTP

" video output
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FULL HD SMART
FIXED SECURIHY-CAMERA
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Full HD Resolution / 25fps
H264/H265 Video Coding

IP66 Protection for Outdoor Use

ONVIF Profile S Support
Embedded Video Analytics
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CAMERA

Sensor Type
Highest Resolution
Electronic Shutter Range

Wide Dynamic Range
Mechanical IR Cut Filter
SD Card Support

LENS

Lens Type
Focal Length
Focus
Magnification
Auto Iris Type

PHYSICALLY

Operating temperature
Operating Humidity
Protection Class

ELECTRICAL

Input Power
Power consumption

NETWORK

Supported Protocols
ONVIF Support

VIDEO

Video Streaming
Maximum Frame Rate
Video Encoding

. Integrated; varifocal
:3-9mm

ODS-2I3B

ALGORITHM LIST

- 1/2.8 inch CMOS Moving Target Detection

1 1920x1080 Moving Object Counting

: 1/10000s-1/4s Shadow/Glare Reduction

: 100 dB Scene Change Detection

: Var Directional Motion Detection
: Var (up to 64GB) Tamper Detection

Dropped Object Detection
Sensitivity Adjustment
Domain Violation Detection
Stage Calibration

: Auto Focus Capability
: 3x optical Zoom, 12x digital zoom
: Motorized

: Environmental -40° ~ +60°C
: Up to 90% operating humidity
. IP66

1 12vDC
1 <45W

: TCP/IP, HTTPS, UPnP, SSL, FTP, HTTP, SNMP, RTSP, DHCP, RTP, DNS
: ONVIF Profile S

: Unicast & Multicast IP video support
1 25fps
: H264 encoded video output
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FULL HD 30X SMART IR DOME
SECURITY CAMERA

Full HD Resolution / 25fps
H264 Video Encoding
30X Optical Magnification
ONVIF Profile S Support
Embedded Video Analytics
Up to 300 Meters IR LED Lighting
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CAMERA

Sensor Type & Size
Highest Resolution
Electronic Shutter Range
Wide Dynamic Range
Mechanical IR Cut Filter
Adaptive IR lllumination
SD Card Support

LENS

Lens Type
Focal Length
Focus

Zoom

Auto Iris Type

MECHANICAL
Pan
Tilt

PHYSICALLY

Operating temperature
Operating Humidity
Protection Class

ELECTRICAL

Input Power
Power consumption

NETWORK

Supported Protocols
ONVIF Support

VIDEO

Video Streaming
Maximum Frame Rate
Video Encoding

1 1/2.8 inch CMOS

. Integrated; varifocal
:4,3-129 mm
: Auto focus capability

ODS-2130D-IR

ALGORITHM LIST

Moving Target Detection

: 1920x1080 Moving Object Counting

1 1/10000s-1s Shadow/Glare Reduction

: 130 dB Scene Change Detection

: Available Directional Motion Detection

: Integrated IR LEDs with a lighting range of 300 meters Tamper Detection
. Yes (up to 64GB)

Dropped/Lost Object Detection
Sensitivity Adjustment

Domain Violation Detection
Follow-up

: 30x optical zoom, 12x digital zoom
. motorized

1 360°
1 -10° ~ +90°

: Environmental -40° ~ +50°C
1 Up to 90% operating humidity
1 IP66, IK10, Nema Type 4X, CE

1 12vVDC
T <80W

: TCP/IP, HTTPS, UPnP, SSL, FTP, HTTP, SNMP, RTSP, DHCP, RTP, DNS
. ONVIF Profile S

: Unicast & Multicast IP video support
1 25fps
: H264 encoded video output
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FULL HD 33X SMART
LONG RANGE-MONITORING CAMERA

Full HD Resolution / 25fps

0.9 Degree Horizontal Viewing Angle
IP66 Protection for Outdoor Use
Optical Defog

Embedded Video Analytics

33X Optical Zoom

ONVIF Profile S Support
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CAMERA

Sensor Type & Size
Highest Resolution
Electronic Shutter Range
Wide Dynamic Range
Mechanical IR Cut Filter
SD Card Support

LENS

Lens Type
Focal Length
Focus

Zoom

Auto Iris Type

PHYSICALLY

Operating temperature
Operating Humidity
Protection Class

ELECTRICAL

Input Power
Power consumption

NETWORK

Supported Protocols
ONVIF Support

VIDEO

Video Streaming
Maximum Frame Rate
Video Encoding

ODS-2133B-FP

ALGORITHM LIST

1 1/1.8 inch CMOS Moving Target Detection

1 1920x1080 Moving Object Counting

1 1/10000s-1s Shadow/Glare Reduction
:90dB Scene Change Detection

: Available Directional Motion Detection
: Yes (up to 64GB) Tamper Detection

Dropped/Lost Object Detection
Sensitivity Adjustment

. Integrated; varifocal Domain Violation Detection

: 15-500 mm Follow-up
: auto focus capability

: 33x optical zoom (~15 - 500mm)

: Motorized

: Environmental -30° ~ +50°C
: up to 90% operating humidity
: IP66

1 24VDC
1 <50W

: TCP/IP, HTTPS, UPnP, SSL, FTP, HTTP, SNMP, RTSP, DHCP, RTP, DNS
. ONVIF Profile S

: Unicast & Multicast IP video support
1 25fps
: H264 encoded video output
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4K SMART
SURVEILLANCE-CAMERA
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LK Resolution / 25fps

H264 Video Encoding

IP66 Protection for Outdoor Use
ONVIF Profile S Support
Embedded Video Analutics
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CAMERA

Sensor Type and Size
Highest Resolution
Electronic Shutter Range
Wide Dynamic Range
Mechanical IR Cut Filter
SD Card Support

LENS

Lens Type
Focal Length
Focus

Zoom

Auto Iris Type

PHYSICALLY

Operating temperature
Operating Humidity
Protection Class

ELECTRICAL

Input Power
Power consumption

NETWORK

Supported Protocols
ONVIF Support

VIDEO

Video Streaming
Maximum Frame Rate
Video Encoding

ODS-8I3B

ALGORITHM LIST

: 1/2.8 inch CMOS Moving Target Detection

1 4K (3840x2160) Moving Object Counting

1 1/10000s-1/25s Shadow/Glare Reduction

: Available Scene Change Detection

: Available Directional Motion Detection
: Yes (up to 64GB) Tamper Detection

Dropped/Lost Object Detection
Sensitivity Adjustment

. Integrated; varifocal Domain Violation Detection
:3,8-11,2mm

: Auto/manual focus capability

: 3x optical zoom

: Motorized

: Environmental -40° ~ +50°C
: up to 90% operating humidity
: IP66

1 12vDC
1 <45W

: TCP/IP, HTTPS, UPnP, SSL, FTP, HTTP, SNMP, RTSP, DHCP, RTP, DNS
. ONVIF Profile S

: Unicast & Multicast IP video support
1 25fps
: H264 encoded video output



